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DUAL (D)

FEATURES


* Accommodates .062  + -  .008" PC board
   (Consult factory for other board   
    thicknesses)

* PPS or PCT insulator
* Molded-in key available


THREADED INSERT (T)FLUSH MOUNTING (D)NO MOUNTING EARS (N)BOARD LOCK (R)
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P.C.B. LAYOUTS

* 1 amp current rating

* Highly reliable high cycle hairpin bellow 
contacts
* 150 grams normal force minimum
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MODIFICATIONS (Consult Factory)
    Omit For Standard
    

MOUNTING STYLE (Opposite Page)
    D = Flush Mounting
    N = No Mounting
    R = Board Lock  
    T = Flush Mounting With Threaded Insert

TERMINATION TYPE (Opposite Page)
    HH =  Staggered Dip Solder
    HR =  Card Extender

READOUT (Opposite page)
    D = Dual
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MATERIALS (Insulator/Contact)                                             

          
   

CONTACT FINISH                                                        
   Contact Surface           Termination       Underplate                                        
   Z = .000010" Gold       .000100" Tin       .000050" Nickel                                   
   X = .000030" Gold       .000100" Tin       .000050" Nickel   

CONTACT CENTERS                                                           
   E = .039" [1.00 mm]                                                        

NUMBER OF CONTACT POSITIONS                                                

Dimensions in [ ] are in millimeters, all others in inches.

DIP SOLDER/CARD EXTENDER/SMT EDGECARD CONNECTORS

* Contact Factory for Other Positions

   R = PPS/Phosphor Bronze                                   
   A = PPS/Berylium Copper                                         
   L = PCT/Phosphor Bronze                                     
   M = PCT/Berylium Copper                                               

   1 through 50

HF = Surface Mount


